


EPOS 3/1 10KL EPOS 3/1 20KL EPOS 3/3 10KL EPOS 3/3 20KL EPOS 3/3 30KL EPOS 3/3 40KL

3-Phase in/ 1-Phase out with Netural

30KVA/30KW10KVA/10KW 20KVA/20KW 10KVA/10KW 20KVA/20KW

3 x 400 VAC (3Ph+N) 

190-520 VAC(3-phase) @ 50% load
305-478 VAC(3-phase) @ 100% load

110-300 VAC @ 50% load
176-276 VAC @ 100% load

208*/220/230/240 VAC (Ph-N)

 2 % @100% Linear Load;
5 % @100% Non-linear Load

zero (when phase lock fails, <4ms 
interruption occurs from inverter to bypass)

20 PCS

0-40°C

Less than 55dB @ 1 Meter Less than 58dB @ 1 Meter Less than 70dB @ 1 Meter

46,5 46,5 28 43 60 67

1.0~12.0A ± 10%
(Adjustable)

+/-13.65 VDC* N
± 1% (N = 10)

+/-13.65 VDC* N
± 1% (N = 16~20) +/-136.5 VDC ± 10% +/-13.65V*N (N=16~20)

2.0~24.0A ± 10%
(Adjustable)

1A ~ 12A
(Adjustable)

20 PCS 32 ~ 40 PCS32~40 pcs 
(Adjustable)

100-110% for 60 min, 110-125% for 10 min, 
125%~150% for 1min, >150% immediately

100-110% for 60 min, 110-125% for 10 min, 
125%~150% for 1min, >150% immediately

UPS status, Load level, Battery level, Input/Output voltage, Discharge timer, and Fault conditions

626 x 250 x 827 630 x 250 x 826 815 x 300 x 1000

96%

99%

96%

 2 % THD @100% Linear Load;
5 % THD @100% Non-linear Load

3 x 360*/380/400/415 VAC (3Ph+N) 

46~54Hz or 56~64Hz

0.99 @ 100% load

3

40KVA/40KW

3-phase in/3-phase out with Netural

Depending on the capacity of external batteries

BB +-120V18Ah

12V / 9Ah

40

561 x 250 x 576

122

BB +-240V 18Ah 
63A fuse for 20K

12V / 9Ah

80

777 x 250 x 837

244

BB +-240V 18Ah
100A fuse for 30/40K 

12V / 9Ah

80

777 x 250 x 837

244



EPOS 3/3 60KL EPOS 3/3 80KL EPOS 3/3 100KL EPOS 3/3 120KL EPOS 3/3 160KL EPOS 3/3 200KL

160KVA / 144KW60kVA / 60kW 80kVA / 80kW 100KVA / 90KW 120KVA / 108KW

3 x 400 VAC (3Ph+N) 

208-478 VAC(3-phase) @ 50% load
305-478 VAC(3-phase) @ 100% load

190-520 VAC @ 50% load
305-478 VAC @ 100% load

 2 % @100% Linear Load;
5 % @100% Non-linear Load

108

Less than 75dB @ 1 Meter Less than 70dB @ 1 Meter Less than 73dB @ 1 Meter

113 194 229 306 340

+/-13.65 VDC* N
± 1% (N = 10) +/-13.7V*N (N=16~20)

2.0~24.0A
(Adjustable) 24A 32A 40A 48A

32 ~ 40 PCS

105-110% for 60 min, 111-125% for 10 min, 
126%~150% for 1min, >150% immediately

105-110% for 60 min, 111-125% for 10 min, 
126%~150% for 1min, >150% immediately

100-110% for 60 min, 110-125% for 10 min, 
125%~150% for 1min, >150% immediately

100-110% for 60 min, 110-125% for 10 min, 
125%~150% for 1min, >150% immediately

UPS status, Load level, Battery level, Input/Output voltage, Discharge timer, and Fault conditions

790 x 360 x 1010 940 x 567 x 1015

0-40°C

1040 x 567 x 1452

94%96%

98%99%

93%96%

 2 % THD @100% Linear Load;
4 % THD @100% Non-linear Load

3 x 360*/380/400/415 VAC (3Ph+N) 3 x 380*/400/415 VAC (3Ph+N) 

46~54Hz or 56~64Hz 40~70Hz or 56~64Hz

0.99 @ 100% load

23

200KVA / 180KW

3-phase in/3-phase out with Netural

Depending on the capacity of external batteries

EPOS 3/3 40KL
+1BB +-240V 18Ah -480V/18Ah 21.5

49.3

9.1

21.9

4.9

13.3

3.1

9.4+2BB +-240V 18Ah -480V/36Ah

EPOS 3/3 30KL
+1BB +-240V 18Ah -480V/18Ah 29.9

69.0

13.1

30.4

7.7

18.9

5.1

13.5+2BB +-240V 18Ah -480V/36Ah

EPOS 3/1 20KL

EPOS 3/3 20KL

+1BB +-240V 18Ah -480V/18Ah 49.3

109

21.9

49.9

13.3

30.9

9.5

22.8+2BB +-240V 18Ah -480V/36Ah

EPOS 3/1 10KL

EPOS 3/3 10KL

+1BB +-120V 18Ah -240V/18Ah 49.8

110

22.3

50.5

13.2

30.3

9.0

22.0+2BB +-120V 18Ah -240V/36Ah

EPOS


